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2
1

TWO (2) HORIZONTAL : ONE (1)
VERTICAL SLOPE, MAXIMUM.

SILT FENCE, REFER TO
ASSOCIATED DETAIL.

SOIL STOCKPILE
N.T.S

CONSTRUCTION SPECIFICATIONS:

1. STONE SIZE - USE 1-4 INCH STONE, OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT.
2. LENGTH - NOT LESS THAN 50 FEET.
3. THICKNESS - NOT LESS THAN SIX (6) INCHES.
4. WIDTH - TWELVE (12) FOOT MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT POINTS WHERE

INGRESS OR EGRESS OCCURS. TWENTY-FOUR (24) FOOT IF SINGLE ENTRANCE TO SITE.
5. GEOTEXTILE - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING OF STONE.
6. SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED TOWARD CONSTRUCTION ENTRANCES

SHALL BE PIPED ACROSS THE ENTRANCE. IF PIPING IS IMPRACTICAL, A MOUNTABLE BERM WITH 5:1
SLOPES WILL BE PERMITTED.

7. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT
TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS-OF-WAY. ALL SEDIMENT SPILLED,
DROPPED, WASHED OR TRACKED ONTO PUBLIC RIGHTS-OF-WAY MUST BE REMOVED IMMEDIATELY.

8. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH STONE AND WHICH
DRAINS INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

9. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH RAIN.

STANDARD EROSION CONTROL NOTES:

AN EROSION CONTROL SYSTEM WILL BE UTILIZED BY THE DEVELOPER TO MINIMIZE THE PRODUCTION OF SEDIMENT FROM THE
SITE. METHODS TO BE UTILIZED WILL BE THOSE FOUND MOST EFFECTIVE FOR THE SITE AND SHALL INCLUDE ONE OR MORE OF THE
FOLLOWING, AS APPLICABLE:

1. TEMPORARY SEDIMENTATION ENTRAPMENT AREAS SHALL BE PROVIDED AT KEY LOCATIONS TO INTERCEPT AND CLARIFY
SILT LADEN RUNOFF FROM THE SITE. THESE MAY BE EXCAVATED OR MAY BE CREATED UTILIZING EARTHEN BERMS, RIP-RAP
OR CRUSHED STONE DAMS, HAY BALES, OR OTHER SUITABLE MATERIALS. DIVERSION SWALES, BERMS, OR OTHER
CHANNELIZATION SHALL BE CONSTRUCTED TO ENSURE THAT ALL SILT LADEN WATERS ARE DIRECTED INTO THE
ENTRAPMENT AREAS, WHICH SHALL NOT BE PERMITTED TO FILL IN, BUT SHALL BE CLEANED PERIODICALLY DURING THE
COURSE OF CONSTRUCTION. THE COLLECTED SILT SHALL BE DEPOSITED IN AREAS SAFE FROM FURTHER EROSION.

2. ALL DISTURBED AREAS, EXCEPT ROADWAYS, WHICH WILL REMAIN UNFINISHED FOR MORE THAN 14 DAYS SHALL BE
TEMPORARILY SEEDED WITH 12 LB. OF RYE GRASS OR MULCHED WITH 100 LBS. OF STRAW OR HAY PER 1,000 SQUARE FEET
AND TEMPORARY DIVERSION DITCHES ARE TO BE PLACED WHERE NECESSARY AS DETERMINED BY THE VILLAGE ENGINEER.
ROADWAYS SHALL BE STABILIZED AS RAPIDLY AS PRACTICABLE BY THE INSTALLATION OF THE BASE COURSE.

3. SILT THAT LEAVES THE SITE IN SPITE OF THE REQUIRED PRECAUTIONS SHALL BE COLLECTED AND REMOVED AS DIRECTED
BY APPROPRIATE MUNICIPAL AUTHORITIES.

EROSION AND SEDIMENT CONTROL PLAN - CONSTRUCTION SEQUENCE:
1. ALL EROSION AND SEDIMENT CONTROL MEASURES, EXCLUDING CATCH-BASIN MEASURES, SHALL BE IN PLACE PRIOR TO

ANY GRADING OPERATIONS AND INSTALLATION OF PROPOSED STRUCTURES AND OR UTILITIES.
2. ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL REMAIN IN PLACE AND BE MAINTAINED UNTIL CONSTRUCTION IS

COMPLETED AND/OR STABILIZED.
3. INSTALL STABILIZED CONSTRUCTION ENTRANCE AS INDICATED ON PLAN.
4. INSTALL SILT FENCE AND/OR HAY BALE BARRIERS DOWN SLOPE OF ALL AREAS TO BE DISTURBED AND DOWN DLOPE OF

ALL AREAS DESIGNATED FOR TOPSOIL STOCKPILING.
5. CONSTRUCT BERMS, TEMPORARY SWALES AND PIPES AS NECESSARY TO DIRECT RUNOFF TO TEMPORARY SEDIMENTATION

ENTRAPMENT AREAS.
6. CLEAR EXISTING TREES, VEGETATION AND EXISTING STRUCTRES FROM AREAS TO BE FILLED OR EXCAVATED, STRIP AND

STOCKPILE TOPSOIL FROM ALL AREAS TO BE DISTURBED. SEED STOCKPILED TOPSOIL WITH TEMPORARY RYE GRASS
COVER.

7. PERFORM EXCAVATION AND FILL TO BRING LAND TO DESIRED GRADE. ANY DISTURBED AREAS TO REMAIN BARE SHOULD
BE SEEDED WITH TEMPORARY RYE.

8. INSTALL UNDERGROUND UTILITIES, MANHOLES AND CATCH BASINS. GRATES OF CURB AND FIELD INLETS SHOULD BE LEFT
AT ELEVATIONS WHICH PERMIT PROPER COLLECTION OF SURFACE RUNOFF.

9. INSTALL INLET PROTECTION AROUND ALL CURB AND FIELD INLETS. ALL INLET PROTECTION SHALL BE TREATED WITH THE
CATCH BASIN FILTER FABRIC DETAIL.

10. CONSTRUCT CURBS AND INSTALL BASE AND BINDER COURSES OF PAVED AREAS. RAISE GRATES OF CURB AND FIELD
INLETS ACCORDINGLY.

11. COMPLETE FINE GRADING.
12. RAISE GRATES OF CURB AND FIELD INLETS TO FINAL ELEVATIONS. INSTALL SURFACE COURSE OF PAVEMENT.
13. UPON COMPLETION OF CONSTRUCTION, ALL DISTURBED AREAS ARE TO BE SEEDED. REFER TO LANDSCAPING PLAN FOR

PERMANENT SEEDING SPECIFICATIONS. ALL TEMPORARY DEVICES SHALL BE REMOVED AND THE AFFECTED AREAS
REGRADED, PLANTED OR TREATED IN ACCORDANCE WITH THE APPROVED SITE PLANS.

14. SILT FENCE AND CONSTRUCTION STABILIZED PADS ARE TO BE PROVIDED FOR EACH BUILDING PAD DURING
CONSTRUCTION.

EROSION AND SEDIMENT CONTROL PLAN - MAINTENANCE PROCEDURE:
1. ALL EROSION AND SEDIMENT CONTROL PRACTICES WILL BE CHECKED FOR SUITABILITY AND OPERATION FOLLOWING

EVERY RUNOFF-PRODUCING RAINFALL BUT IN NO CASE LESS THAN ONCE EVERY WEEK. ANY NEEDED REPAIRS WILL BE
MADE IMMEDIATELY TO MAINTAIN ALL PRACTICES AS DESIGNED AND INSTALLED FOR THEIR APPROPRIATE PHASE OF THE
PROJECT.

2. SEDIMENT WILL BE REMOVED FROM THE SEDIMENT TRAP AND BLOCK AND GRAVEL INLET PROTECTION DEVICE WHEN
STORAGE CAPACITY HAS BEEN APPROXIMATELY 50% FILLED. GRAVEL WILL BE CLEANED OR REPLACED WHEN THE
SEDIMENT POOL NO LONGER DRAINS PROPERLY.

3. SEDIMENT WILL BE REMOVED FROM BEHIND THE SEDIMENT FENCE WHEN IT BECOMES ABOUT 0.5 FT DEEP AT THE FENCE.
THE SEDIMENT FENCE WILL BE REPAIRED AS NECESSARY TO MAINTAIN A BARRIER.

4. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OF SEDIMENT ONTO PUBLIC
RIGHTS-OF-WAY OR STREETS. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL AGGREGATE. ALL
SEDIMENT SPILLED, DROPPED, OR WASHED ONTO PUBLIC RIGHTS-OF-WAY MUST BE REMOVED IMMEDIATELY. WHEN
NECESSARY, WHEELS MUST BE CLEANED TO REMOVE SEDIMENT PRIOR TO ENTRANCE ONTO PUBLIC RIGHTS-OF-WAY.
WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH AGGREGATE, WHICH DRAINS INTO AN
APPROVED SEDIMENT-TRAPPING DEVICE. ALL SEDIMENT SHALL BE PREVENTED FROM ENTERING STORM DRAINS, DITCHES,
OR WATERCOURSES.

5. ALL SEEDED AREAS WILL BE FERTILIZED, AND RE-SEEDED AS NECESSARY.

BUILDING SEWER CLEANOUT
N.T.S.

6"

12
"

O
.D

.

N.T.S.

TYPICAL TRENCH DETAIL (SANITARY SEWER)

12
"

PLAN

ELEVATION

SPECIAL CONDITIONS FOR SHALLOW TRENCH CONDITIONS
COVER PIPE

BUILDING SEWER CONNECTION

18
"

M
IN

.

12"

NOT TO SCALE

6"

1/4" arch

4" schedule 35.
2" or 3" schedule 40 pipe or
Bottom drain connectors fit

attaching in series for longer runs
Tongue & groove ends allow

bottom & sides
of concrete on
Minimum of 4"

Slope to Trench
Concrete

Cast-in-place

rebar stakes
Trench tied to

Drain
Bottom

Trench

Material
Base

Typical Installation

View
Plan

Section View

36"

3-3/4"
5"

3"

6-3/4"

5"

Load Rating:  H20, truck traffic (STACK 2 DEEP)
4" schedule 35
Pipe Connections:  2" or 3" schedule 40 or
Grate Openings:  1/2" square, ADA compliant
Material:  High Density Polyethylene

SPECIFICATIONS

12"

16
"

20
"

12
"

M
IN

3" M
AX

4"
AVERAGE

X

1" BATTER

4" M
IN

1 
1/

2 
"

GRANITE BLOCKS 10" MIN LGTH X 4" AVG DEPTH
CONVEX TOOLED JOINTS TO BE FILLED WITH
1:2 MORTAR, MAX 3/4" WIDE
6" CURB FACE

PAVEMENT
SURFACE

CONCRETE BASE

GRANITE BELGIAN BLOCK CURB

NOT TO SCALE

2"x4"

CLOTH

MESH

STONE

2"x4"
FRAMING

2"x4"
FRAMING

CONSTRUCTION SPECIFICATIONS

CURB INLET
CATCH BASIN

CURB

ROADWAY

SANDBAGS2"x4"
FRAMING

1. FILTER FABRIC SHALL HAVE AN EOS OF 40-85.
2. WOODEN FRAME SHALL BE CONSTRUCTED OF 2"x4" CONSTRUCTION
   GRADE LUMBER.
3. THE ASSEMBLY SHALL BE PLACED AGAINST THE INLET AND SECURED BY 2"x4"
   ANCHORS 2 FEET LONG EXTENDING ACROSS THE TOP OF THE CURB AND
   SIDEWALK AND HELD IN PLACE BY SANDBAGS OR ALTERNATE WEIGHTS.

MAXIMUM DRAINAGE AREA 1 ACRE

CATCH BASIN

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
20

AutoCAD SHX Text
15

AutoCAD SHX Text
10

AutoCAD SHX Text
0

AutoCAD SHX Text
10

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
60

AutoCAD SHX Text
5

AutoCAD SHX Text
2 OF 2

AutoCAD SHX Text
FILE #

AutoCAD SHX Text
DATE

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
DWG #

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
silt fence

AutoCAD SHX Text
n.t.s.

AutoCAD SHX Text
GRAVEL 

AutoCAD SHX Text
TRENCH WITH GRAVEL

AutoCAD SHX Text
ALTERNATE DETAIL

AutoCAD SHX Text
STANDARD DETAIL

AutoCAD SHX Text
BACKFILL

AutoCAD SHX Text
WITH COMPACTED 

AutoCAD SHX Text
TRENCH WITH NATIVE BACKFILL

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
1. INSPECT AND REPAIR FENCE AFTER EACH

AutoCAD SHX Text
STORM EVENT AND REMOVE SEDIMENT WHEN

AutoCAD SHX Text
NECESSARY.

AutoCAD SHX Text
2. REMOVED SEDIMENT SHALL BE DEPOSITED

AutoCAD SHX Text
TO AN AREA THAT WILL NOT CONTRIBUTE 

AutoCAD SHX Text
SEDIMENT OFF-SITE AND CAN BE PERMANENTLY

AutoCAD SHX Text
STABILIZED.

AutoCAD SHX Text
3. SILT FENCE SHALL BE PLACED ON SLOPE

AutoCAD SHX Text
CONTOURS TO MAXIMIZE PONDING EFFICIENCY.

AutoCAD SHX Text
STORAGE HT.

AutoCAD SHX Text
(RECOMMENDED)

AutoCAD SHX Text
10 FT MAX SPACING WITH 

AutoCAD SHX Text
6 FT MAX SPACING WITHOUT 

AutoCAD SHX Text
EXTRA STRENGTH

AutoCAD SHX Text
FILTER FABRIC

AutoCAD SHX Text
36" HIGH MAX

AutoCAD SHX Text
WOOD POST

AutoCAD SHX Text
STEEL OR 

AutoCAD SHX Text
SIDE OF POST.

AutoCAD SHX Text
TO UPSTREAM 

AutoCAD SHX Text
FILTER FABRIC

AutoCAD SHX Text
PONDING HT.

AutoCAD SHX Text
RUNOFF

AutoCAD SHX Text
WOOD POST

AutoCAD SHX Text
STEEL OR

AutoCAD SHX Text
ATTACH SECURELY

AutoCAD SHX Text
9" MAX. 

AutoCAD SHX Text
WIRE SUPPORT FENCE    

AutoCAD SHX Text
WIRE SUPPORT FENCE

AutoCAD SHX Text
4"x6" TRENCH 

AutoCAD SHX Text
12" MIN.

AutoCAD SHX Text
12" MIN.

AutoCAD SHX Text
NEEDED

AutoCAD SHX Text
MESH SUPPORT

AutoCAD SHX Text
WITHOUT WIRE

AutoCAD SHX Text
PONDING HT.

AutoCAD SHX Text
RUNOFF

AutoCAD SHX Text
8"

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
stabilized construction entrance

AutoCAD SHX Text
filter fabric- trevira no. 1127 or approved equal

AutoCAD SHX Text
6" thickness of 2" crushed stone

AutoCAD SHX Text
entrance

AutoCAD SHX Text
as shown

AutoCAD SHX Text
n.t.s.

AutoCAD SHX Text
compacted subgrade

AutoCAD SHX Text
road

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
20

AutoCAD SHX Text
15

AutoCAD SHX Text
10

AutoCAD SHX Text
0

AutoCAD SHX Text
10

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
60

AutoCAD SHX Text
5

AutoCAD SHX Text
2 OF 2

AutoCAD SHX Text
N.T.S

AutoCAD SHX Text
FILE #

AutoCAD SHX Text
DATE

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
DWG #

AutoCAD SHX Text
PAUL GDANSKI, PE, PLLC

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1. EACH BUILDING SEWER SHALL HAVE A CLEANOUT INSTALLED APPROXIMATELY 2' DOWNSTREAM

AutoCAD SHX Text
OF THE BUILDING PIPE TO BUILDING SEWER CONNECTION. THEREAFTER, CLEANOUTS SHALL BE

AutoCAD SHX Text
INSTALLED ALONG THE BUILDING SEWER EVERY 100 FT.(MAX.). FOR THE PURPOSE OF CLEANOUT

AutoCAD SHX Text
LOCATIONS DISTANCE SHALL BE MEASURED FROM THE FIRST CLEANOUT LOCATED DOWNSTREAM

AutoCAD SHX Text
OF THE HOUSE PIPE TO BUILDING SEWER CONNECTION, HENCE DOWNSTREAM ALONG THE

AutoCAD SHX Text
EARTH

AutoCAD SHX Text
UNDISTURBED

AutoCAD SHX Text
CAMPBELL FOUNDRY #4164 or EQUAL

AutoCAD SHX Text
CAST IRON FRAME & COVER

AutoCAD SHX Text
6"THICK 

AutoCAD SHX Text
GRAVEL 

AutoCAD SHX Text
6" 

AutoCAD SHX Text
AND FEMALE ADAPTER

AutoCAD SHX Text
THREADED BRASS PLUG

AutoCAD SHX Text
FINISHED GRADE

AutoCAD SHX Text
PIPE LENGTH

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
6" PIPE

AutoCAD SHX Text
45%%dELBOW

AutoCAD SHX Text
8"

AutoCAD SHX Text
CONC. BASE

AutoCAD SHX Text
COMPACTED

AutoCAD SHX Text
45%%D WYE BRANCH

AutoCAD SHX Text
 MIN.

AutoCAD SHX Text
BACKFILL 

AutoCAD SHX Text
SEE TYP TRENCH DETAIL

AutoCAD SHX Text
(SANITARY SEWER)

AutoCAD SHX Text
"SEWER", "SAN" OR "S"

AutoCAD SHX Text
COVER TO BE STAMPED

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
1" 

AutoCAD SHX Text
 MIN.

AutoCAD SHX Text
SECTION AREAS SHALL REQUIRE REVIEW AND APPROVAL BY OCSD1 BEFORE INSTALLING PIPE.

AutoCAD SHX Text
FOR SEWER MAINS AND ALONG THE ENTIRE SERVICE LINE RUN FOR BUILDING LATERAL SEWERS.) ALL FILL

AutoCAD SHX Text
REQUIRE THE INTALATION OF OF CLASS 52 DIP, TAR COATED INSIDE AND OUT, FROM MANHOLE TO MANHOLE

AutoCAD SHX Text
(ANY FILL SECTION AREA THAT DOES NOT CONFORM TO THIS FILL SECTION AREA COMPACTION STANDARD SHALL

AutoCAD SHX Text
THE OWNER AND CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE A COMPETENT PERSON DURING ALL      PHASES OF CONSTRUCTION WHOSE DUTY SHALL BE TO INSURE THAT ALL PHASES OF CONSTRUCTION ARE IN FULL   COMPLIANCE WITH OCSD NO.1 SPECIFICATIONS AND ALL APPLICABLE FEDERAL, STATE AND LOCAL STATUTES, CODES,   RULES, REGULATIONS AND LAWS INCLUDING, BUT NOT LIMITED TO UNITED STATES DEPARTMENT OF LABOR   OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA) AND N.Y.S. DEPARTMENT OF LABOR FOR  OSHA   SECTIONS 1910.146-PERMIT RQUIRED CONFINED SPACE ENTRY, 1926.650-EXCAVATION GENERAL PROTECTION   REQUIREMENTS AND 1926.651-TRENCHING AND SHORING, STATE OF NEW YORK UNIFORM FIRE PREVENTION AND    BUILDING CODES AND NATIONAL FIRE PROTECTION ASSOCIATION CODES. 

AutoCAD SHX Text
MAXIMUM MAIN LINE SEWER DEFLECTION SHALL BE NO GREATER THAN 5%.

AutoCAD SHX Text
OR WASHED GRAVEL PASSING A 3/4" SIEVE AND RETAINED ON A 3/8" SIEVE. THE EMBEDMENT MATERIAL SHALL BE HAND

AutoCAD SHX Text
PROCTOR TEST IN ACCORDANCE WITH AASHTO DESIGNATION T-99.

AutoCAD SHX Text
TAMPED AND COMPACTED TO 90% OF THE MAXIMUM DENSITY OF THE EMBEDMENT MATERIAL AS DETERMINED BY THE STANDARD

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1.   PIPE BEDDING SHALL BE A CLASS I ASTM D2321 EMBEDMENT MATERIAL THAT SHALL BE EITHER CRUSHED STONE 

AutoCAD SHX Text
THE CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE A GO-NO-GO TESTING GAUGE, AS DEFINED IN THE GREEN-TITE

AutoCAD SHX Text
TESTING DEFLECTION OF MAIN LINE SEWER PIPE, AS DIRECTED BY OCSD 1.

AutoCAD SHX Text
(TRADEMARK) PVC GRAVITY SEWER PIPE INSTALLATION GUIDE AS PUBLISHED BY J-M PIPE (OR APPROVED EQUAL) FOR

AutoCAD SHX Text
2.   BACKFILL FROM 12 IN. TO 24 IN. ABOVE THE PIPE EMBEDMENT MATERIAL SHALL BE  FINE EARTH FREE FROM CINDERS

AutoCAD SHX Text
8.   WHERE UNSUITABLE MATERIAL IS ENCOUNTERED IN TRENCH BOTTOM, UNDERCUT TO SUITABLE MATERIAL (AS APPROVED).

AutoCAD SHX Text
24 INCH (MAX.)

AutoCAD SHX Text
7.   WHERE ROCK IS ENCOUNTERED IN TRENCH BOTTOM, UNDERCUT MUST BE MADE BETWEEN 12 INCH (MIN.) TO 

AutoCAD SHX Text
ABOVE THE TOP OF PIPE AT A MINIMUM WIDTH OF O.D + 4'  BEFORE TRENCH EXCAVATING.

AutoCAD SHX Text
OF THE FILL SOIL AS DETERMINED BY THE STANDARD PROCTOR TEST(AASHTO DESIGNATION T-99) TO 2 FEET (MIN.) 

AutoCAD SHX Text
PROJECT SITE ENGINEER IN 12 INCH (MAX.) LAYERS COMPACTED TO A MINIMUM OF 95% OF THE MAXIMUM DENSITY

AutoCAD SHX Text
6.   FILL SECTION AREA MUST BE GRADED WITH THE PLACEMENT OF SUITABLE SOIL MATERIAL AS DETERMINED BY THE 

AutoCAD SHX Text
      TRENCH WIDTH=W

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
5.   ALL APPROVED MAIN LINE SEWER PIPE SHALL BE THE SAME MATERIAL FROM MANHOLE TO MANHOLE.

AutoCAD SHX Text
     SEE NOTE #1

AutoCAD SHX Text
 PIPE BEDDING

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
6" PIPE

AutoCAD SHX Text
SEE TABLE

AutoCAD SHX Text
AND SHALL BE MECHANICALLY COMPACTED. REMAINING BACKFILL SHALL BE FREE FROM LARGE CLODS, ROCKS, AND CINDERS.

AutoCAD SHX Text
3.   PLACE EMBEDMENT MATERIAL BY HAND AND HAND COMPACT UNDER AND AROUND SIDES OF PIPE. PLACE EMBEDMENT

AutoCAD SHX Text
MATERIAL IN 6" LAYERS ABOVE TOP OF PIPE, AND HAND COMPACT TO A POINT 12" MINIMUM ABOVE THE TOP OF PIPE.

AutoCAD SHX Text
TO REMAIN

AutoCAD SHX Text
(IF USED)

AutoCAD SHX Text
SEE NOTE #2

AutoCAD SHX Text
AS DIRECTED BY MUNICIPAL ENGINEER

AutoCAD SHX Text
FOLLOW MUNICIPAL STANDARD OR

AutoCAD SHX Text
PAVEMENT REPLACEMENT TO

AutoCAD SHX Text
FINISHED GRADE OR PAVEMENT:

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
SHEATHING

AutoCAD SHX Text
SLOPES

AutoCAD SHX Text
STABLE

AutoCAD SHX Text
(FOR FINISHED PAVED GRADE - SEE BACKFILL NOTE)

AutoCAD SHX Text
(SEE NOTES 5,6 & 7)

AutoCAD SHX Text
STANDARD

AutoCAD SHX Text
COUPLING

AutoCAD SHX Text
45%%d BEND

AutoCAD SHX Text
WYE

AutoCAD SHX Text
BRANCH

AutoCAD SHX Text
CONN.

AutoCAD SHX Text
SEWER

AutoCAD SHX Text
LESS THAN 4'-0"

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
MAIN

AutoCAD SHX Text
LINE 

AutoCAD SHX Text
SPUR CAP

AutoCAD SHX Text
(12"-18") ABOVE FINISH GRADE

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
BEDDING AS SHOWN

AutoCAD SHX Text
EXTRA HEAVY OR APPROVED EQUAL.

AutoCAD SHX Text
CLASS 52 DUCTILE IRON OR CAST IRON

AutoCAD SHX Text
DETAIL

AutoCAD SHX Text
ON TYPICAL TRENCH

AutoCAD SHX Text
BUILDING SEWER

AutoCAD SHX Text
MIN. SLOPE 1/4" PER FOOT

AutoCAD SHX Text
OF TRENCH CONDITIONS

AutoCAD SHX Text
COVER-SEE TABLE

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
PLACE STONE  UNDER WYE BRANCH CONNECTION

AutoCAD SHX Text
COVER AS SHOWN ON TYPICAL TRENCH DETAIL

AutoCAD SHX Text
2"x4" WOODEN STAKE

AutoCAD SHX Text
OR SEE NOTE 3

AutoCAD SHX Text
SEE NOTE 5

AutoCAD SHX Text
PIPE (LENGTH

AutoCAD SHX Text
SEE NOTE #2

AutoCAD SHX Text
2. MINIMUM HORIZONTAL SEPARATION BETWEEN SPUR CAP AND SIDEWALK

AutoCAD SHX Text
  MADE, SHALL BE CONSTRUCTED FROM THE SAME MATERIAL.

AutoCAD SHX Text
1. ALL APPROVED BUILDING SEWER PIPE MATERIALS FOR EACH CONNECTION 

AutoCAD SHX Text
   BY INSTALLING A TYPE 1, STYLE 62 DRESSER COUPLING OR DRESSER 

AutoCAD SHX Text
3. TRANSITION BETWEEN DIFFERENT PIPE MATERIAL (AS APPROVED) SHALL BE MADE

AutoCAD SHX Text
  MINIMUM HORIZONTAL DISTANCE OF 2.0 FT. ONTO ALL BUILDING LOT PROPERTIES.

AutoCAD SHX Text
  SHALL BE 2.0 FT. IN ALL CASES THE SPUR CAP LOCATION SHALL EXTEND A

AutoCAD SHX Text
NOTES

AutoCAD SHX Text
STYLE 262 HYMAX COUPLING (OR APPROVED EQUAL).

AutoCAD SHX Text
   THE INSTALLED MAIN LINE SEWER MATERIAL CLASS (OR APPROVED EQUAL).

AutoCAD SHX Text
4. WYE BRANCH CONNECTION SHALL BE A FITTING CONSTRUCTED SPECIFICALLY FOR

AutoCAD SHX Text
5. THE BUILDINGS SEWER SHOWN FROM THE MAIN LINE SOURCE WYE BRANCH

AutoCAD SHX Text
SHOWN FOR II) BUILDING LATERAL SEWER.

AutoCAD SHX Text
CONNECTION FITTING TO THE SPUR CAP SHALL MEET THE SPECIFICATIONS

AutoCAD SHX Text
AS NEEDED)

AutoCAD SHX Text
  UNLESS A REQUESTED DEVIATION IS APPROVED IN WRITING BY OCSD #1.

AutoCAD SHX Text
  THAN TWELVE(12) EQUIVALENT LIVING UNITS, AS DETERMINED BY OCSD #1.

AutoCAD SHX Text
7. EACH 6" BUILDING SEWER SHALL PROVIDE SERVICE FOR NO MORE

AutoCAD SHX Text
6. 4" BUILDING LATERAL SEWER MAY BE APPROVED FOR CONSTRUCTION

AutoCAD SHX Text
OF SINGLE (1) AND TWO (2) FAMILY DWELLING ONLY. ALL OTHER BUILDING

AutoCAD SHX Text
LATERAL SEWERS (INCLUDING ALL COMMERCIAL USES) SHALL BE 6" IN

AutoCAD SHX Text
DIAMETER.

AutoCAD SHX Text
SANITARY SEWER SPECIFICATIONS:

AutoCAD SHX Text
2) FITTINGS: STAMPED  ASTM D3034 OR F679

AutoCAD SHX Text
C) PVC - SDR 26  HEAVY WALL PIPE:

AutoCAD SHX Text
1) PIPE (8"-15" %%C): STAMPED  ASTM D3034

AutoCAD SHX Text
3) JOINTS:  SOLVENT WELD ASTM 2564 OR ELASTOMERIC GASKET

AutoCAD SHX Text
(OR APPROVED EQUAL):

AutoCAD SHX Text
2) FITTINGS: STAMPED  ASTM D2680

AutoCAD SHX Text
2) FITTINGS: STAMPED  ASTM D2680

AutoCAD SHX Text
3) JOINTS:  SOLVENT WELD ASTM D2235

AutoCAD SHX Text
B) PVC - TRUSS PIPE:

AutoCAD SHX Text
I)   REQUIRED SEWER MAIN LINE (OR APPROVED EQUAL) :

AutoCAD SHX Text
A) ABS - TRUSS PIPE:

AutoCAD SHX Text
1) PIPE:    STAMPED  ASTM D2680

AutoCAD SHX Text
1) PIPE:    STAMPED  ASTM D2680

AutoCAD SHX Text
3) JOINTS:  SOLVENT WELD ASTM D2564 OR ELASTOMERIC GASKET

AutoCAD SHX Text
II)   REQUIRED 4" OR 6" (AS APPROVED) BUILDING LATERAL SEWER (OR APPROVED EQUAL):

AutoCAD SHX Text
B)   SDR- 26 HEAVY WALL PIPE

AutoCAD SHX Text
1)   PIPE:    STAMPED ASTM D3034 AND SDR 26

AutoCAD SHX Text
2)   FITTINGS: STAMPED D3034 AND SDR 26

AutoCAD SHX Text
3)   JOINTS:  BELL AND SPIGOT WITH ELASTOMERIC GASKET ASTM

AutoCAD SHX Text
III)   OTHER REQUIRED PIPE MATERIALS FOR BUILDING LATERAL AND SEWER MAIN LINE

AutoCAD SHX Text
WITH ELASTOMERIC COMPRESSION GASKET (ASTM C-564)

AutoCAD SHX Text
A)   CAST IRON, EXTRA HEAVY, COATED, HUB & PLAIN END, ASTM C-74

AutoCAD SHX Text
D3034 OR SOLVENT WELD ASTM D2564

AutoCAD SHX Text
2) FITTINGS: STAMPED  ASTM D3034 OR F679

AutoCAD SHX Text
D) PVC - SDR  35 SOLID WALL PIPE:

AutoCAD SHX Text
1) PIPE (8"-15" %%C): STAMPED  ASTM D3034

AutoCAD SHX Text
3) JOINTS:  BELL AND SPIGOT WITH ELASTOMERIC GASKET ASTM

AutoCAD SHX Text
D3034 OR SOLVENT WELD ASTM D2564

AutoCAD SHX Text
PIPE (18"%%C AND GREATER) STAMPED ASTM F679

AutoCAD SHX Text
PIPE (18"%%C AND GREATER) STAMPED ASTM F679

AutoCAD SHX Text
2)   FITTINGS: STAMPED SDR 35 AND ASTM D3034 

AutoCAD SHX Text
A)  PVC - SDR  35 SOLID WALL PIPE:

AutoCAD SHX Text
1)   PIPE: STAMPED  ASTM D3034 AND SDR 35

AutoCAD SHX Text
3)   JOINTS:  BELL AND SPIGOT WITH ELASTOMERIC GASKET ASTM

AutoCAD SHX Text
D3034 OR SOLVENT WELD ASTM D2564

AutoCAD SHX Text
C)   SDR- 23.5 SOLID WALL PIPE

AutoCAD SHX Text
1)   PIPE:    STAMPED ASTM D2751 AND SDR 23.5

AutoCAD SHX Text
2)   FITTINGS: STAMPED ASTM D2751 AND SDR 23.5

AutoCAD SHX Text
3)   JOINTS:  SOLVENT WELD, ASTM D2235

AutoCAD SHX Text
D3034 OR SOLVENT WELD ASTM D2564

AutoCAD SHX Text
(FOR BUILDING SEWERS AND SEWER MAIN LINE)

AutoCAD SHX Text
UNDISTURBED

AutoCAD SHX Text
EARTH

AutoCAD SHX Text
TRENCH WIDTH 

AutoCAD SHX Text
PIPE %%C + 24"

AutoCAD SHX Text
TRENCH BOTTOM

AutoCAD SHX Text
PIPE (SIZE

AutoCAD SHX Text
PER PLAN)

AutoCAD SHX Text
%%UEARTH OR ROCK EXCAVATION

AutoCAD SHX Text
%%USTORM SEWER TRENCH CROSS SECTION

AutoCAD SHX Text
INITIAL BACKFILL - 1/4"-3/8" STONE  1/4"-3/8" STONE CHOCKED AND COMPACED TO 6" ABOVE PIPE.

AutoCAD SHX Text
6" MIN. TO  BOTTOM OF PIPE

AutoCAD SHX Text
ACCEPTABLE  BACKFILL (SEE TABLE). COMPACTED IN 12" LIFTS TO SUBGRADE.

AutoCAD SHX Text
ACCEPTABLE BACKFILL MATERIAL & COMPACTION REQUIREMENTS

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
SOIL CLASSIFICATION

AutoCAD SHX Text
MINIMUM STANDARD PROCTOR DENSITY %

AutoCAD SHX Text
GRADED OR CRUSHED, CRUSHED STONE, GRAVEL

AutoCAD SHX Text
ASTM D2321

AutoCAD SHX Text
ASTM D2487

AutoCAD SHX Text
AASHTO M43

AutoCAD SHX Text
SAND, GRAVELS AND GRAVEL/SAND MIXTURES; LITTLE OR NO FINES

AutoCAD SHX Text
SILTY OR CLAYEY GRAVELS, GRAVEL/SAND/SILT OR GRAVEL AND CLAY MIXTURES; SILTY OR CLAYEY SANDS, SAND/CLAY OR SAND/SILT MIXTURES

AutoCAD SHX Text
CLASS III

AutoCAD SHX Text
CLASS II

AutoCAD SHX Text
CLASS I

AutoCAD SHX Text
GM GC SM SC

AutoCAD SHX Text
GW GP SW SP

AutoCAD SHX Text
-

AutoCAD SHX Text
GRAVEL AND SAND (<10% FINES)

AutoCAD SHX Text
57 6

AutoCAD SHX Text
5 56

AutoCAD SHX Text
90%

AutoCAD SHX Text
85%

AutoCAD SHX Text
DUMPED

AutoCAD SHX Text
NOTES:  INORGANIC SILTS, CLAYS, AND OTHER CLASS IV MATERIAL SHALL NOT PERMITTED. :  INORGANIC SILTS, CLAYS, AND OTHER CLASS IV MATERIAL SHALL NOT PERMITTED.     BACKFILL SHALL CONTAIN NO STONES OVER 6" IN ANY DIMENSION.      IN PAVED AREAS BACKFILL TO BE ITEM 4 (NYSDOT ITEM 304.05) TO SUBGRADE. 

AutoCAD SHX Text
FINISHED GRADE WITH RESTORATION AS SPECIFIED

AutoCAD SHX Text
BEDDING - COMPACTED  " TO  COMPACTED  " TO 14" TO 38" STONE.  

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
3"

AutoCAD SHX Text
3"

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
"PEERLESS CONCRETE" OR

AutoCAD SHX Text
6" pvc FROM roof inV=519.0

AutoCAD SHX Text
2-1/2"

AutoCAD SHX Text
CRUSHED

AutoCAD SHX Text
STONE

AutoCAD SHX Text
FILTER

AutoCAD SHX Text
FABRIC

AutoCAD SHX Text
APP'D EQUAL

AutoCAD SHX Text
4000 PSI

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
  1000  GAL.

AutoCAD SHX Text
2'

AutoCAD SHX Text
12.0"

AutoCAD SHX Text
7"

AutoCAD SHX Text
BLOCK AND MORTAR TO GRADE

AutoCAD SHX Text
CAMPBELL FDY. PATTERN 1185 OR

AutoCAD SHX Text
CATCH BASIN FRAME AND GRATE,

AutoCAD SHX Text
APP'D EQUAL OR CONC. TOP PER PLAN

AutoCAD SHX Text
6.00'

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
3"

AutoCAD SHX Text
3"

AutoCAD SHX Text
3.0'

AutoCAD SHX Text
"PEERLESS CONCRETE" OR

AutoCAD SHX Text
15" HDPE INV=519.0

AutoCAD SHX Text
2-1/2"

AutoCAD SHX Text
CRUSHED

AutoCAD SHX Text
STONE

AutoCAD SHX Text
FILTER

AutoCAD SHX Text
FABRIC

AutoCAD SHX Text
APP'D EQUAL

AutoCAD SHX Text
4000 PSI

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
  1000  GAL.

AutoCAD SHX Text
2'

AutoCAD SHX Text
12.0"

AutoCAD SHX Text
7"

AutoCAD SHX Text
BLOCK AND MORTAR TO GRADE

AutoCAD SHX Text
CAMPBELL FDY. PATTERN 1185 OR

AutoCAD SHX Text
CATCH BASIN FRAME AND GRATE,

AutoCAD SHX Text
APP'D EQUAL OR CONC. TOP PER PLAN

AutoCAD SHX Text
6.00'

AutoCAD SHX Text
15" HDPE INV=513.0

AutoCAD SHX Text
6'

AutoCAD SHX Text
6'

AutoCAD SHX Text
GROUND EL = 525.0

AutoCAD SHX Text
%%U3 SEEPAGE PIT SYSTEM 1: 9' X 27'

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
SEEPAGE PIT MAINTENANCE NOTES

AutoCAD SHX Text
POSSIBLE AND MAKE NECESSARY REPAIRS TO ENSURE PROPER FUNCTION OF THE SYSTEM.

AutoCAD SHX Text
BACKING-UP IN SYSTEM, ETC.), THE OWNERS SHALL INSPECT THE PITS AS SOON AS REASONABLY

AutoCAD SHX Text
3.  IF EVIDENCE PERSISTS THAT THE SEEPAGE PITS ARE NOT FUNCTIONING PROPERLY (I.E. WATER

AutoCAD SHX Text
ACCUMULATED SEDIMENT (OR AFTER ANY SIGNIFICANT STORM).

AutoCAD SHX Text
2.  SAID OWNERS SHALL INSPECT SEEPAGE PITS ON A TWICE YEARLY BASIS AND REMOVE ANY

AutoCAD SHX Text
SITUATED.

AutoCAD SHX Text
1.  SEEPAGE PITS SHALL BE MAINTAINED BY THE OWNERS OF THE LOTS ON WHICH THEY ARE

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1.  SET PIT IN 13'X26' OVERALL EXCAVATION, BACKFILL WITH ALL CLEAN STONE.

AutoCAD SHX Text
2.  CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING SEASONAL HIGH 

AutoCAD SHX Text
WATER TABLE.  NO SEEPAGE PITS AND/OR STONE SHALL BE SET BELOW

AutoCAD SHX Text
SEASONAL HIGH WATER, AND ENGINEER MUST BE CONTACTED IN WRITING SHOULD

AutoCAD SHX Text
WATER BE ENCOUNTERED.

AutoCAD SHX Text
GRANULAR MATERIAL

AutoCAD SHX Text
(NYS ITEM 304.02)

AutoCAD SHX Text
6" SUBBASE COURSE FOUNDATION 

AutoCAD SHX Text
n.t.s.

AutoCAD SHX Text
4 1/2" ASPHALT CONC. TYPE 1 BASE COURSE

AutoCAD SHX Text
(NYS ITEM 403.19)

AutoCAD SHX Text
(NYS ITEM 403.11)

AutoCAD SHX Text
1 1/2" ASPHALT CONC. TYPE 7 TOP COURSE

AutoCAD SHX Text
DRIVEWAY PAVEMENT DETAIL

AutoCAD SHX Text
AN UNAUTHORIZED USE AND A VIOLATION OF 

AutoCAD SHX Text
FILING WITH ANY PUBLIC AGENCY OR OFFICE IS

AutoCAD SHX Text
ANY COURT, FINANCIAL OR LAND TRANSACTION, OR

AutoCAD SHX Text
USE OF UNSEALED COPIES OF THIS DOCUMENT IN

AutoCAD SHX Text
ADDITIONAL INSTITUTIONS OR SUBSEQUENT OWNERS.

AutoCAD SHX Text
CERTIFICATIONS ARE NOT TRANSFERABLE TO 

AutoCAD SHX Text
UNAUTHORIZED ALTERATION OR ADDITION TO THIS

AutoCAD SHX Text
PLAN IS A VIOLATION OF SECTION 7209(2) OF THE 

AutoCAD SHX Text
NEW YORK STATE EDUCATION LAW. COPIES OF THIS

AutoCAD SHX Text
MAP NOT HAVING THE SEAL OF THE SURVEYOR 

AutoCAD SHX Text
OR ENGINEER SHALL NOT BE VALID.

AutoCAD SHX Text
FEDERAL COPYRIGHT LAWS.

AutoCAD SHX Text
PAUL GDANSKI, P.E.  # 075890

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
20

AutoCAD SHX Text
15

AutoCAD SHX Text
10

AutoCAD SHX Text
0

AutoCAD SHX Text
10

AutoCAD SHX Text
20

AutoCAD SHX Text
40

AutoCAD SHX Text
60

AutoCAD SHX Text
5

AutoCAD SHX Text
FILE #

AutoCAD SHX Text
DATE

AutoCAD SHX Text
SCALE

AutoCAD SHX Text
633 woodmont lane

AutoCAD SHX Text
Sloatsburg, N.Y. 10974

AutoCAD SHX Text
TEL: (917) 418-0999

AutoCAD SHX Text
PAUL GDANSKI, PE, PLLC

AutoCAD SHX Text
SWALE X-SECTION

AutoCAD SHX Text
2' WIDE

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
2"-6"

AutoCAD SHX Text
DEEP

AutoCAD SHX Text
O

AutoCAD SHX Text
Y

AutoCAD SHX Text
K

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
K

AutoCAD SHX Text
F

AutoCAD SHX Text
E

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
W

AutoCAD SHX Text
P

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
G

AutoCAD SHX Text
D

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
U

AutoCAD SHX Text
S

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
N

AutoCAD SHX Text
G

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
X

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
P

AutoCAD SHX Text
o

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
.

AutoCAD SHX Text
F

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
L

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
O

AutoCAD SHX Text
S

AutoCAD SHX Text
0

AutoCAD SHX Text
S

AutoCAD SHX Text
I

AutoCAD SHX Text
N

AutoCAD SHX Text
^

AutoCAD SHX Text
^

AutoCAD SHX Text
^

AutoCAD SHX Text
^

AutoCAD SHX Text
^

AutoCAD SHX Text
^

AutoCAD SHX Text
^

AutoCAD SHX Text
^

AutoCAD SHX Text
7

AutoCAD SHX Text
5

AutoCAD SHX Text
8

AutoCAD SHX Text
9

AutoCAD SHX Text
0

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
E

AutoCAD SHX Text
L

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
mar. 27, 2023

AutoCAD SHX Text
LEFURGY

AutoCAD SHX Text
ANAND  87 LEFURGY AVENUE TAX LOT 3.5-17-2

AutoCAD SHX Text
DETAIL SHEET for LOCATED IN THE VILLAGE OF DOBBS FERRY TOWN OF GREENBURGH WESTCHESTER COUNTY, NEW YORK

AutoCAD SHX Text
n.t.s.

AutoCAD SHX Text
trench drain detail

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
%%USTORM DRAIN INLET FILTER DETAIL

AutoCAD SHX Text
%%UFOR CURB INLETS


	Sheets and Views
	Pg-lefurgypp-SITE PLAN
	Pg-lefurgypp-detail


